
































Hoja:
Page: 2   /   2TABLA DE CODIGO DE TEMPERATURA DE OPERACION LUMINARIAS HID RAWELT

RAWELT, S.A. de C.V.
30 - III - 2009

007-RW-343
FICHA TECNICA / TECHNICAL DATA

TEMPERATURE CODE CHART OF OPERATION RAWELT HID LIGHTING FIXTURE

TABLA COMPARATIVA DE GRUPOS DE GASES Y VAPORES DE LIQUIDOS INFLAMABLES  CLASE I
(GASES, VAPORES O LIQUIDOS FLAMABLES)
CLASS I GAS AND VAPORS OF FLAMMABLE LIQUIDS GROUP COMPARISON

TABLA COMPARATIVA ENTRE SISTEMA DE CLASES, DIVISIONES Y SISTEMA DE ZONA
CLASS, DIVISION SYSTEM AND ZONE SYSTEM COMPARISON

MATERIAL PELIGROSO
HAZARDOUS MATERIAL

SISTEMA DE CLASES, DIVISIONES
CLASS, DIVISION SYSTEM

GASES Ó VAPORES
GASES OR VAPORS

CLASS I, DIV. 1
CLASS I, DIV. 2

SISTEMA DE ZONA
ZONE SYSTEM

ZONE 0 AND ZONE 1
ZONE 2

GAS Y VAPORES
GAS AND VAPORS

DIVISION
1 & 2

ACETILENO/ACETYLENE
HIDROGENO/HYDROGENE

ETILENO/ETHYLENE
PROPANO/PROPANE

ZONA
0, 1 & 2

A
B
C
D

II B
II A

II C

TABLA DE GRUPOS DE POLVOS ORGANICOS, CARBON Y METALES FLAMABLES  CLASE II
(POLVOS COMBUSTIBLES)
CLASS II (COMBUSTIBLES DUSTS) GROUP CHART OF ORGANIC DUSTS, CARBON AND FLAMMABLE METALS

MATERIAL TIPICO
TYPICAL MATERIAL

DIVISION 1 & 2
GROUPS

ALUMINIO, MAGNESIO
ALUMINUM, MAGNESIUM

TIPO DE MATERIAL
TYPE OF MATERIAL

E
POLVOS ELECTRICAMENTE CONDUCTIVOS

ELECTRICALLY CONDUCTIVE DUSTS

CARBON, COQUE F POLVOS CARBONACEOS SEMICONDUCTORES
CARBONACEOUS DUSTS

HARINA, GRANOS, MADERA,
PLASTICOS Y QUIMICOS
FLUOR, GRAINS, WOOD,

PLASTICS AND CHEMICALS

G
POLVOS AGRICOLAS

AGRICULTURAL DUSTS

EN LA CLASE III SE ENCUENTRAN FIBRAS Y PELUSAS FLAMABLES QUE PUEDEN ESTAR EN SUSPENSION, PERO
EN CANTIDADES QUE NO SON SUFICIENTES PARA PRODUCIR MEZCLAS INFLAMABLES.
(LA CLASIFICACION DE GRUPOS NO APLICA A ESTA CLASE)
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F - 3336
Ing. de Ventas 20 - XII - 2005

®

L.P.:

Fecha/Date: Vendedor/Salesman:

Dirección/Address:

Ordenado por/Ordered by:

Facturar a / Invoice to:

Consignar a /Ship to:

Lugar/City /Country:

RFC.

Tel. (            )

Cond. de Pago/Terms:

Fax (            )

Embarcar:

No.

Cond. de Venta/Sale conditions:

Our ref.:

C.P. /Zip.

PaquetePagadox CobrarCamión

Cotización/Quotation

Pedido  No./Purchase order       :

Plazo de embarque• / Shipment exw•       :

Figure Description

Figura Descripción

mm inch Qty.

Cantidad
Pzas.
Pcs.

Unit.
Ctn.

Code

Código

It
em

1

2

3

4

Watts

Entrada
conduit

Hub

27.07.3502
27.07.3503
27.07.3504
27.07.3505
27.07.3506
27.07.3507

70 W
70 W

100 W
100 W
150 W
150 W

19.0
25.4
19.0
25.4
19.0
25.4

3/4”
1”

3/4”
1”

3/4”
1”

16.1 - LUMINARIA HID. PARA AREAS PELIGROSAS  SERIE:  LH

16.1 - LH SERIES. HID LIGHTING FIXTURE FOR HAZARDOUS LOCATIONS
HPS.  HIGH PRESSURE SODIUM LIGHTING FIXTURE (HIGH POWER FACTOR BALLAST MIN. P.F. 90 %)

LUMINARIA DE VAPOR DE SODIO DE ALTA PRESION.  HPS (BALASTRO ALTO FACTOR DE POTENCIA MINIMO 90 %)

27.07.3512
27.07.3513
27.07.3514
27.07.3515
27.07.3516
27.07.3517

70 W
70 W

100 W
100 W
150 W
150 W

19.0
25.4
19.0
25.4
19.0
25.4

3/4”
1”

3/4”
1”

3/4”
1”

27.07.3522
27.07.3523
27.07.3524
27.07.3525
27.07.3526
27.07.3527

70 W
70 W

100 W
100 W
150 W
150 W

19.0
25.4
19.0
25.4
19.0
25.4

3/4”
1”

3/4”
1”

3/4”
1”

1
1
1
1
1
1

1
1
1
1
1
1

1
1
1
1
1
1

Catalog

Catalogo

LH 70 HPSC 2CG
LH 70 HPSC 3CG
LH 100 HPSC 2CG
LH 100 HPSC 3CG
LH 150 HPSC 2CG
LH 150 HPSC 3CG

LH 70 HPSW 2CG
LH 70 HPSW 3CG
LH 100 HPSW 2CG
LH 100 HPSW 3CG
LH 150 HPSW 2CG
LH 150 HPSW 3CG

100 W

150 W

150 W

38.1

31.8

38.1

1 1/2”

1 1/4”

1 1/2”

27.07.3533

27.07.3710

27.07.3534

1

1

1

LH 100 HPSS 5CG

LH 150 HPSS 4CG

LH 150 HPSS 5CG

LH 70 HPST 2CG
LH 70 HPST 3CG
LH 100 HPST 2CG
LH 100 HPST 3CG
LH 150 HPST 2CG
LH 150 HPST 3CG

LH 70 HPSS 4CG

LH 70 HPSS 5CG

LH 100 HPSS 4CG

70 W

70 W

100 W

27.07.3708

27.07.3532

27.07.3709

31.8

38.1

31.8

1 1/4”

1 1/2”

1 1/4”

1

1

1

Montaje colgante

Pendant mounting

Montaje a techo

Ceiling mounting

Montaje a pared

Wall mounting

Montaje a poste  25°

25° Stanchion mounting

Pr
od

uc
ci

ón
Al

m
ac

én
Em

ba
rq

ue
s

Co
nt

ro
l

Ex
pe

di
en

te
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Ing. de Ventas

®

L.P.:

Fecha/Date: Vendedor/Salesman:

Dirección/Address:

Ordenado por/Ordered by:

Facturar a / Invoice to:

Consignar a /Ship to:

Lugar/City /Country:

RFC.

Tel. (            )

Cond. de Pago/Terms:

Fax (            )

Embarcar:

No.

Cond. de Venta/Sale conditions:

Our ref.:

C.P. /Zip.

PaquetePagadox CobrarCamión

Figure Description

Figura Descripción

mm inch
Qty.

Cantidad
Pzas.
Pcs.

Unit.
Ctn.

Code

Código

It
em

1

2

3

4

Cotización/Quotation

Pedido  No./Purchase order       :

Plazo de embarque• / Shipment exw•       :

Entrada
conduit

Hub

27.07.3537
27.07.3538
27.07.3539
27.07.3540
27.07.3541
27.07.3542

100 W
100 W
175 W
175 W
250 W
250 W

19.0
25.4
19.0
25.4
19.0
25.4

3/4”
1”

3/4”
1”

3/4”
1”

16.1 - LUMINARIA HID. PARA AREAS PELIGROSAS  SERIE:  LH

16.1 - LH SERIES. HID LIGHTING FIXTURE FOR HAZARDOUS LOCATIONS
MV. MERCURY VAPOR LIGHTING FIXTURE (HIGH POWER FACTOR BALLAST MIN. P.F. 90 %)

LUMINARIA DE VAPOR DE MERCURIO.  MV (BALASTRO ALTO FACTOR DE POTENCIA MINIMO 90 %)

27.07.3547
27.07.3548
27.07.3549
27.07.3550
27.07.3551
27.07.3552

100 W
100 W
175 W
175 W
250 W
250 W

19.0
25.4
19.0
25.4
19.0
25.4

3/4”
1”

3/4”
1”

3/4”
1”

1
1
1
1
1
1

1
1
1
1
1
1

Watts

27.07.3557

27.07.3558

27.07.3559

27.07.3560

27.07.3561

27.07.3562

100 W

100 W

175 W

175 W

250 W

250 W

19.0

25.4

19.0

25.4

19.0

25.4

3/4”

1”

3/4”

1”

3/4”

1”

1

1

1

1

1

1

27.07.3711

27.07.3567

100 W

100 W

31.8

38.1

1 1/4”

1 1/2”

1

1
LH 175 MVS 4CG

LH 175 MVS 5CG

LH 250 MVS 4CG

LH 250 MVS 5CG

LH 100 MVC 2CG
LH 100 MVC 3CG
LH 175 MVC 2CG
LH 175 MVC 3CG
LH 250 MVC 2CG
LH 250 MVC 3CG

LH 100 MVW 2CG

LH 100 MVW 3CG

LH 175 MVW 2CG

LH 175 MVW 3CG

LH 250 MVW 2CG

LH 250 MVW 3CG

LH 100 MVT 2CG
LH 100 MVT 3CG
LH 175 MVT 2CG
LH 175 MVT 3CG
LH 250 MVT 2CG
LH 250 MVT 3CG

Catalog

Catalogo

F - 3337
15 - V - 2007

LH 100 MVS 4CG

LH 100 MVS 5CG

27.07.3712

27.07.3568

27.07.3836

27.07.3569

175 W

175 W

250 W

250 W

31.8

38.1

31.8

38.1

1 1/4”

1 1/2”

1

1

1 1/4”

1 1/2”

1

1

Montaje colgante

Pendant mounting

Montaje a techo

Ceiling mounting

Montaje a pared

Wall mounting

Montaje a poste  25°

25° Stanchion mounting

Pr
od

uc
ci

ón
Al

m
ac

én
Em

ba
rq

ue
s
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nt
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l
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16.1 -  LUMINARIA HID. PARA AREAS PELIGROSAS  SERIE:  LH

F - 3338
Ing. de Ventas 17 - V - 2007

®

L.P.:

Fecha/Date: Vendedor/Salesman:

Dirección/Address:

Ordenado por/Ordered by:

Facturar a / Invoice to:

Consignar a /Ship to:

Lugar/City /Country:

RFC.

Tel. (            )

Cond. de Pago/Terms:

Fax (            )

Embarcar:

No.

Cond. de Venta/Sale conditions:

Our ref.:

C.P. /Zip.

PaquetePagadox CobrarCamión

Figure Description

Figura Descripción

Qty.

Cantidad

It
em

1

2

3

4

Cotización/Quotation

Pedido  No./Purchase order       :

Plazo de embarque• / Shipment exw•       :

175 W

175 W

250 W

250 W

16.1 -  LH SERIES. HID LIGHTING FIXTURE FOR HAZARDOUS LOCATIONS
MH.  METAL HALIDE LIGHTING FIXTURE (HIGH POWER FACTOR BALLAST MIN. P.F. 90 %)

LUMINARIA DE ADITIVOS METALICOS.  MH (BALASTRO ALTO FACTOR DE POTENCIA MINIMO 90 %)

175 W

175 W

250 W

250 W

175 W

175 W

250 W

250 W

inch.
Pzas.
Pcs.

Unit.
Ctn.

Code

Código
Entrada
conduit

Hub

27.07.3572

27.07.3573

27.07.3574

27.07.3575

3/4”

1”

3/4”

1”

27.07.3580

27.07.3581

27.07.3582

27.07.3583

3/4”

1”

3/4”

1”

27.07.3588

27.07.3589

27.07.3590

27.07.3591

3/4”

1”

3/4”

1”

mm

19.0

25.4

19.0

25.4

19.0

25.4

19.0

25.4

19.0

25.4

19.0

25.4

1

1

1

1

1

1

1

1

1

1

1

1

Watts
Catalog

Catalogo

LH 175 MHC 2CG

LH 175 MHC 3CG

LH 250 MHC 2CG

LH 250 MHC 3CG

LH 175 MHT 2CG

LH 175 MHT 3CG

LH 250 MHT 2CG

LH 250 MHT 3CG

LH 175 MHW 2CG

LH 175 MHW 3CG

LH 250 MHW 2CG

LH 250 MHW 3CG

175 W 1 1/2”27.07.3596 38.1 1LH 175 MHS 5CG

175 W 1 1/4”27.07.3713 31.8 1LH 175 MHS 4CG

250 W 27.07.3837

250 W 27.07.3597 1 1/2”38.1 1

1 1/4”31.8 1LH 250 MHS 4CG

LH 250 MHS 5CG

Montaje colgante

Pendant mounting

Montaje a techo

Ceiling mounting

Montaje a pared

Wall mounting

Montaje a poste  25°

25° Stanchion mounting

Pr
od

uc
ci

ón
Al

m
ac

én
Em

ba
rq

ue
s

Co
nt

ro
l
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pe
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DISTRIBUIDOR AUTORIZADO Sinteg Ltda. Fono: (+56)2 29668227 | (+56)2 32643693 Mail: info@sinteg.cl



F - 3340
Ing. de Ventas 30 - V - 2007

®

L.P.:

Fecha/Date: Vendedor/Salesman:

Dirección/Address:

Ordenado por/Ordered by:

Facturar a / Invoice to:

Consignar a /Ship to:

Lugar/City /Country:

RFC.

Tel. (            )

Cond. de Pago/Terms:

Fax (            )

Embarcar:

No.

Cond. de Venta/Sale conditions:

Our ref.:

C.P. /Zip.

PaquetePagadox CobrarCamión

Figure Description

Figura Descripción

Qty.

Cantidad

It
em

1

2

3

Cotización/Quotation

Pedido  No./Purchase order       :

Plazo de embarque• / Shipment exw•       :

16.1 -

16.1 -

LUMINARIA INDUSTRIAL HID. PARA AREAS ORDINARIAS Y PELIGROSAS.
CERRADOS, SELLADOS PARA USARSE CON BALASTRA REMOTA.  SERIE  LH

HID INDUSTRIAL LIGHTING FIXTURE FOR ORDINARY AND HAZARDOUS LOCATIONS.
ENCLOSED AND GASKETED FOR USE WITH REMOTE BALLAST.  LH  SERIES.

inch.
Pzas.
Pcs.

Unit.
Ctn.

Code

Código
Entrada
conduit

Hub

27.07.3600 3/4”

mm

19.0

27.07.3602 3/4”19.0

27.07.3603 25.4 1”

1

1

1

Catalog

Catalogo

LHC 2CG

27.07.3604 38.1 1 1/2” 1LHS 5CG

LHW 2CG

LHW 3CG

LHT 2CG

LHT 3CG 27.07.3601

27.07.3616 19.0

25.4

3/4”

1”

4

1

1

27.07.3714 31.8 1 1/4” 1LHS 4CG

Montaje a pared

Wall mounting

Montaje a poste  25°

25° Stanchion mounting

Montaje colgante

Pendant mounting

Montaje a techo

Ceiling mounting

Pr
od

uc
ci

ón
Al

m
ac

én
Em

ba
rq

ue
s

Co
nt

ro
l

Ex
pe

di
en

te

 
 

DISTRIBUIDOR AUTORIZADO Sinteg Ltda. Fono: (+56)2 29668227 | (+56)2 32643693 Mail: info@sinteg.cl



F - 3476
Ing. de Ventas 30 - V - 2007

®

L.P.:

Fecha/Date: Vendedor/Salesman:

Dirección/Address:

Ordenado por/Ordered by:

Facturar a / Invoice to:

Consignar a /Ship to:

Lugar/City /Country:

RFC.

Tel. (            )

Cond. de Pago/Terms:

Fax (            )

Embarcar:

No.

Cond. de Venta/Sale conditions:

Our ref.:

C.P. /Zip.

PaquetePagadox CobrarCamión

Figure Description

Figura Descripción

Qty.

Cantidad

It
em

1

2

3

Cotización/Quotation

Pedido  No./Purchase order       :

Plazo de embarque• / Shipment exw•       :

16.1 -

16.1 -

LUMINARIA INDUSTRIAL INCANDESCENTE. PARA AREAS ORDINARIAS Y PELIGROSAS.
CERRADOS, SELLADOS BASE MEDIA.  SERIE  LH

INCANDESCENT INDUSTRIAL LIGHTING FIXTURE FOR ORDINARY AND HAZARDOUS LOCATIONS.
ENCLOSED AND GASKETED MEDIUM BASE.  LH  SERIES.

inch.
Pzas.
Pcs.

Unit.
Ctn.

Code

Código
Entrada
conduit

Hub

27.07.3838 3/4”

mm

19.0

27.07.3841 3/4”19.0

27.07.3842 25.4 1”

1

1

1

Catalog

Catalogo

LHCI 2CG

27.07.3844 38.1 1 1/2” 1LHSI 5CG

LHWI 2CG

LHWI 3CG

LHTI 2CG

LHTI 3CG 27.07.3840

27.07.3839 19.0

25.4

3/4”

1”

4

1

1

27.07.3843 31.8 1 1/4” 1LHSI 4CG

Montaje a pared

Wall mounting

Montaje a poste  25°

25° Stanchion mounting

Montaje colgante

Pendant mounting

Montaje a techo

Ceiling mounting

Pr
od

uc
ci

ón
Al

m
ac

én
Em

ba
rq

ue
s

Co
nt

ro
l

Ex
pe

di
en

te

 
 

DISTRIBUIDOR AUTORIZADO Sinteg Ltda. Fono: (+56)2 29668227 | (+56)2 32643693 Mail: info@sinteg.cl




